_48

TOP AUTO SRL Viale del Lavoro, 40/ 37030 Colognola ai Colli (VR) Italia/tel. +39 045.6170025 / www.topauto-equipment.com EMAIL business@topauto-equipment.com

"
AL
BEAM TESTERS (: (E

> CENTRAFARIMECCANICO
> MECHANICAL HEADLIGHT TESTER )
> MECHANISCHES SCHEINWERFEREINSTELLGERAT

MECHANICAL

Centrafarimeccanico,

IT con luxometro digi
gitale,

visore aspecchio, base
suruote, palocon
scorrimento con pattini
diprecisioneinnylon
autolubrificante, base
fissa e pannello
regolabile.

Mechanical headlight
beam setter with
graduated digital
luxmeter, based on
wheels, mirror visor.
Fixed base and
adjustable checking
panel.

Mechanisches
Scheinwerfereinstellge
rat mit Digitalluxmeter,

basiertauf Radern, Semi-optical lens FRESNEL
—e

Spiegel Visier. Fixierte
Platte und regulierbare
Platte.

DIGITAL LUXMETER




OPAUIT

ITALIAN GARAGE EQUIPMENT MANUFACTURER

Luxometro digitale
Digital Luxmeter
Digitalluxmeter

¥

Palofisso 1660 mm
Fixed column 1660 mm
Fixierte Saule 1660 mm

Scorrimento a pinza

e scalagraduata

Sliding system with locking
clamp and graduated scale
Verschiebung mit Klemmblock
und abgestufte Skala

Pannello regolabile 0-4%
Adjustable checking panel 0-4%
Regulierbares Neigungspanel 0-4%

BEAM TESTERS

MECHANICAL

A

5

Visore a specchio alta precisione Pannello regolabile -2+6%
High precision GLASS mirrorvisor  Adjustable checking panel -2+6%
Prazisionsspiegelvisor Regulierbares Neigungspanel -2+6%

Copertina antipolvere
Anti-dust cover
Staubschutzhaube

u . X
Trasporto Shipping Fracht gﬁ’

Smontato Unassembled Demontiert 4 po aARTON BOX ¢m 170x60x45 - Kg. 35
5 PCS PALLET cm 170x60x175(H) - Kg. 181




